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AutortiesTbas un precu 
zTmes 

© AutortiesTbas 2005 Hewlett- 
Packard Development Company, LP. 
Seit ietverta informacija var tikt 
mainTta bez bndinajuma. 
Pavairosana, adaptacija vai tulkosana 
bez rakstiskas atlaujas ir aizliegta, 
iznemot, ja autortiesTbu likums 
nosaka savadak. 

Pazinojums 

VienTgas HP izstradajumu un 
pakalpojumu garantijas ir noradTtas 
kopa ar siem izstradajumiem un 
pakalpojumiem pieejamajos 
garantijas noteikumos. Nekas no seit 
mineta nav uzskatams par papildu 
garantiju. HP neuznemas atbildTbu 
par teksta iespejamam tehniskam vai 
drukas kludam un izlaidumiem. 
Hewlett-Packard Development 
Company, L.P. nav atbildTga par 
nejausiem vai izrietosiem 
zaudejumiem, kas rodas vai irsaistTti 
ar sT dokumenta un taja aprakstTtas 
programmas materiala pasniegsanu, 
izpildi vai lietojumu. 

Precu zTmes 

HP, HP logotips un PhotoSmart ir 
Hewlett-Packard Development 
Company, L.P. Tpasums. 
Secure Digital logotips ir SD 
Association precu zTme. 
Microsoft un Windows ir Microsoft 
Corporation registretas precu zTmes. 
Mac, Mac logotips un Macintosh ir 
Apple Computer, Inc. registretas 
precu zTmes. 

Bluetooth precu zTme un logotipi ir 
Bluetooth SIG, Inc. Tpasums un 
kompanija Hewlett-Packard Company 
sTs zTmes izmanto saskana ar licenci. 
PictBridge un PictBridge logotips ir 
Camera & Imaging Products 
Association (CI PA) precu zTmes. 
Citi razotaju un to produktu 
nosaukumi ir attiecTgo Tpasnieku 
precu zTmes vai registretas precu 
zTmes. 

PrinterT iebuvetas programmaturas 
dalas pamata ir Independent JPEG 
Group darbs. 

Saja dokumenta ieklauto fotoattelu 
TpasumtiesTbas pieder to originalu 
Tpasniekiem. 



Obligatais modeja 
identifikacijas numurs 
VCVRA-0501 

Reglamentejosas identifikacijas 
nolukos izstradajumam ir pieskirts 
obligatais modeja numurs. lences 
obligatais modeja numurs ir 
VCVRA-0501 . To nedrTkst sajaukt ar 
marketinga nosaukumu 
(HP Photosmart 420 series PortatTva 
fotostudija) vai izstradajuma numuru 
(Q6366A). 

Informacija par drosTbu 

Lai mazinatu savainojumu risku 
ugunsgreka vai elektriskas stravas 
trieciena rezultata, izmantojot so 
izstradajumu, vienmer ieverojiet 
galvenos drosTbas nosacTjumus. 

ABridinajums Lai noverstu 
ugunsgreka vai elektriskas 
stravas trieciena risku, 
izstradajumu nav atlauts 
turet lietu vai mitruma. 

• Izlasiet un iegaumejiet visas 
printera komplektacija ieklautas 
uzstadTsanas instrukcijas. 

• Pievienojot ienci stravas 
avotam, izmantojiet tikai 
iezemetu elektrTbas 
kontaktligzdu. Ja jus nezinat, 
vai kontaktligzda ir iezemeta, 
sazinieties ar kvalificetu elektriki. 

• Ieverojiet visus brTdinajumus un 
instrukcijas, kas noradTtas uz 
ierTces. 

• Pirms ierTces tmsanas 
atvienojiet to no sienas 
kontaktligzdas. 

• Neuzstadiet un neizmantojiet so 
ienci udens tuvuma vai tad, ja 
pats esat slapjs. 

• Ienci uzstadiet uz stabilas, 
nekustTgas virsmas. 

• Izmantojiet tikai saraksta 
noradTto stravas adapteri. 

• Uzstadiet ienci drosa vieta, kur 
neviens nevar uzkapt uz tas 
stravas vada vai paklupt aiz ta, 
un kur stravas vads netiks 
sabojats. 

• Ja ierTce nedarbojas pareizi, 
informaciju par problemu 
noversanu skatiet ekrana 
redzamaja printera palTdzTba. 

• IerTce nav detalu, kuras varetu 
apkalpot lietotajs. Uzticiet 



tehnisko apkalposanu 
kvalificetam personalam. 
• Izmantojiet ienci labi ventiletas 
telpas. 

Pazinojumi par apkartejo 
vidi 

Hewlett-Packard Company ir 
uznemusies saistTbas nodrosinat 
kvalitatTvus izstradajumus, rupejoties 
par vides aizsardzTbu. 

Vides aizsardzTba 

Sim printerim ir vairakas TpasTbas, kas 
ITdz minimumam samazina ietekmi uz 
apkartejo vidi. Lai iegutu plasaku 
informaciju, apmeklejiet Web vietu par 
HP saistTbam pret apkartejo vidi 
www.hp.com/hpinfo/globalcitizenship/ 
environment/. 

Ozona veidosanas 

ST ierTce neizdala butisku ozona (0 3 ) 
daudzumu. 

PapTra lietojums 

Sis izstradajums ir piemerots 
parstradata papTra atbilstosi 
DIN 19309 izmantosanai. 

Plastmasa 

Plastmasas detajas, kas sver vairak 
par 24 gramiem (0,88 uncem), ir 
apzTmetas atbilstosi starptautiskajiem 
standartiem, kas atvieglo plastmasu 
atpazTsanu to parstrades noluka 
printera dzTves cikla beigas. 

Materialu drosTbas datu lapas 

Materialu drosTbas datu lapas 
(Material Safety Data Sheets — 
MSDS) var iegut HP Web vieta 
www.hp.com/go/msds. Klienti, kuriem 
nav piekluves internetam, var 
sazinaties ar pateretaju apkalposanas 
dienestu. 

Otrreizejas parstrades programma 

HP piedava arvien vairak 
izstradajumu atgriesanas un 
otrreizejas parstrades programmu, 
kas darbojas daudzas valstTs un 
kuras piedalas vairaki lieli 
elektronikas otrreizejas parstrades 
centri visa pasaule. HP taupa 
resursus, talakpardodot dazus no 
saviem vispopularakajiem 
izstradajumiem. 

ST HP izstradajuma lodejumos ir 
svins, kas kalposanas laika beigas, 
iespejams, prasa Tpasu apstradi. 



Lietotaju atbrlvosanas no 
nederlgam ierlcem Eiropas 
SavienTbas privatajas 
majsaimniecTbas 



Sis simbols uz ierTces vai tas 
iepakojuma norada, ka so ierTci 
nednkst izmest kopa ar parejiem 
majsaimniecTbas atkritumiem. Jus 
esat atbildTgs par atbrTvosanos no 
nederTgas ierTces, to nododot 
noradTtaja savaksanas vieta, lai tiktu 
veikta nedenga elektriska un 
elektroniska aprTkojuma otrreizeja 
parstrade. Speciala nederTgas ierTces 
savaksana un otrreizeja parstrade 
palTdz taupTt dabas resursus un 
nodrosina tadu otrreizejo parstradi, 
kas sarga cilveku veselTbu un 
apkartejo vidi. Lai iegutu papildu 
informaciju par to, kur otrreizejai 
parstradei var nogadat nederTgo ierTci, 
ludzu, sazinieties arvietejo 
pasvaldTbu, majsaimniecTbas 
atkritumu savaksanas dienestu vai 
veikalu, kura iegadajaties so ierTci. 
Papildu informaciju par HP 
izstradajumu vispareju atgriesanu un 
parstradi, ludzam skatTt: www.hp.com/ 
hpinfo/globalcitizenship/environment/ 
recycle/index. html. 
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HP Photosmart 420 series PortatTva fotostudija 



1 Esiet sveicinats! 



Paldies, ka iegadajaties HP Photosmart 420 series PortatTvo fotostudiju! 

HP Photosmart PortatTva fotostudija ir novatorisks kameras un printera apvienojums 

viena erti lietojama ierTce. 

ptyf PiezTme. Saja rokasgramata atsauce uz printeri nozTme to portatTvas 
|~^T fotostudijas daju, kas nav kamera. 



Uzsakt darbu ar savu jauno HP Photosmart Portativo fotostudiju ir vienkarsi. Ir javeic 
tikai sadas darbTbas: 

• Jaizpako un jauzstada 

• Jauznem savs pirmais attels 

• Janospiez Drukat 



Izpakosana un uzstadlsana 

Lai varetu uznemt un drukat attelus, HP Photosmart PortatTva fotostudija ir jaizpako 
un ir javeic vienkarsas uzstadTsanas darbTbas. 



Izpakojiet HP Photosmart PortatTvo fotostudiju: 

1. Nonemiet no printera kartona iepakojuma materialu un aizsarglenti. 

2. Parbaudiet komplektaciju. Komplektacija dazadas valstTs/regionos var atskirties. 
Parbaudiet, kas Tsti ir iekjauts. 

HP Photosmart 420 series printeris 

- HP Photosmart PortatTvas fotostudijas M-series ciparkamera, divi NiMH AA 
akumulatori, ka an plaukstas locTtavas siksnina 

- HP Photosmart programmaturas kompaktdisks 

- HP Photosmart lietotaja rokasgramatas kompaktdisks 
Printera talvadTbas pults un baterija 

- Dokumentacija 

PapTra paraugi, attelu radTtaja kartTsu komplekts un materialu iepakojums 
(materialu iepakojums dazas valstTs/regionos nav iekjauts) 
HP tnskrasu drukas kasetne 

- A/V kabelis 

USB kabelis (Tpass minikabelis, ko izmanto gan kamera, gan printeris) 
Stravas adapteris 



Darba saksana 
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1 . nodaja 




Piestipriniet plaukstas locTtavas siksninu un ievietojiet akumulatorus: 

1 . Piestipriniet kameras plaukstas locTtavas siksninu pie tas stiprinajuma kameras 
sanos, ka paradTts attela. 

2. Atveriet akumulatoru/atminas kartes vacinu kameras sanos, pabTdot to virziena 
uz kameras apakspusi. 

3. Ievietojiet abus NiMH AA akumulatorus kamera, ka noradTts. 

4. Aizveriet akumulatoru/atminas kartes vacinu, noliecot to uz leju un pabTdot 
virziena uz kameras augspusi, ITdz vacins nofiksejas. 



Pievienojiet stravas vadu: 

1 . Pievienojiet stravas vadu printera aizmugure un elektnbas kontaktligzdai, kas 
darbojas. 

2. Atveriet papTra uztvereju. 

3. Nospiediet printera pogu leslegt. 
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levietojiet kameru dokstacija un uzladejiet akumulatorus: 

1 . Atveriet kameras dokstacijas vaku. 

2. Izsledziet kameru, ja ta ir ieslegta. 

3. Kameru pagriezot ar aizmuguri pret sevi, ievietojiet to dokstacija ta, lai 
dokstacijas savienotajs kameras apakspuse butu savienots ar savienotaju 
printera augspuse. Pec Tsa bnza iesledzas kameras attelu displejs. Kameras 
attelu displeja tiek paradTts aicinajums iestatTt valodu, regionu, datumu un laiku. 
Papildinformaciju skatiet sadajas lestatiet kameras valodu un regionu un lestatiet 
kameras datumu un laiku 

Kad ir iestatTta valoda, regions, datums un laiks, mirgojoss kameras stravas indikators 
norada, ka notiek akumulatoru uzlade. Uzlade var ilgt ITdz pat 20 stundam. Kad 
akumulatori ir pilnTba uzladeti, indikators tiek izslegts. Lai kameru varetu izmantot 
attelu uznemsanai, akumulatoriem ir jabut pilnTba uzladetiem. Papildinformaciju par 
akumulatoru izmantosanu un uzladi skatiet kameras lietotaja rokasgramata, kas 
elektroniska formata ir pieejama HP Photosmart lietotaja rokasgramatu kompaktdiska. 

lestatiet kameras valodu un regionu: 

ptyf PiezTme. lestatTjumi Language (Valoda) un Region (Regions) nosaka datuma 
formatu un videosignalu, kuru pec noklusejuma izmanto, lai attelus no 
kameras paradTtu televizora. Kad kameru pirmoreiz ievietojat dokstacija, jums 
tiek piedavats iestatTt valodu un regionu. 

1 . Spiediet printera pogas ± V vai ^ p-. lai ritinatu valodu sarakstu, ITdz tiek 
iezTmeta nepieciesama valoda. 

2. Nospiediet printera pogu OK (Labi), lai izveletos iezTmeto valodu. 
Tiek piedavats iestatTt regionu. 

3. Spiediet printera pogas A ▼> lai ritinatu valstu/regionu sarakstu, ITdz tiek iezTmets 
nepieciesamais regions. 

4. Nospiediet printera pogu OK (Labi), lai izveletos iezTmeto regionu. 

Tiek paradTts uzaicinajums iestatTt datumu un laiku. 
lestatiet kameras datumu un laiku: 

1 . Pirmais iezTmetais elements ir datuma un laika formats. Ja velaties mainTt datuma 
un laika formatu, spiediet printera pogas if, lai izveletos nepieciesamo 
formatu. Ja datuma un laika formats ir pareizs, nospiediet pogu p-. lai parietu pie 
datuma ievades (Date). 

2. Korigejiet iezTmeto vertTbu, spiezot printera pogas if. 

3. Lai parietu pie citiem izvelnes elementiem, spiediet printera pogas -4j*. 

4. Atkartojiet 2. un 3. darbTbu, ITdz tiek noradTts pareizs datums un laiks. 

5. Kad pareizas datuma un laika vertTbas ir ievadTtas, nospiediet printera pogu OK 
(Labi). Tiek paradTts apstiprinajuma ekrans ar lugumu apstiprinat, ka ir iestatTts 
pareizs datums un laiks. Nospiediet printera pogu OK (Labi), lai izveletos Yes (Ja). 
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1 . nodaja 





levietojiet bateriju talvadibas puItT: 

1 . Atveriet talvadibas pults aizmugure esoso baterijas vacinu, bTdot to talvadibas 
pults apaksmalas virziena. 

2. levietojiet bateriju nodalTjuma, ka noradTts. Baterijas pozitTvajai pusei ir jabut 
verstai uz augsu. 

3. Aizveriet talvadibas pults baterijas vacinu, iebTdot to sava vieta, ITdz tas nofiksejas. 

Papildinformaciju par baterijas izmantosanu un parvaldTbu skatiet printera lietotaja 
rokasgramata, kas elektroniska formata ir pieejama HP Photosmart lietotaja 
rokasgramatu kompaktdiska. 

Pec kameras akumulatoru pilnTgas uzlades var pabeigt uzstadTsanu un sakt uznemt 



levietojiet papTru: 

tfltyf PiezTme. Ilustracija ir redzams printeris ar nonemtu kameru, lai labak varetu 
saskatTt ievades tekni. Lai ievietotu papTru, kamera nav jaatvieno no 
dokstacijas. 

1 . Atveriet izvades paplati. Ievades tekne tiek atverta automatiski. 

2. levietojiet ievades tekne vienu attelu radTtaja kartlti no attelu radTtaja kartTsu 
komplekta, lai sagatavotos ITdzinajuma lapas izdrukasanai pec drukas kasetnes 
ievietosanas. 



attelus. 
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3. Novietojiet papira platuma vadotni ta, lai ta ciesi piegultu attelu raditaja kartites 



malai, nesaliecot kartiti. 




Lai sasniegtu iespejami labaku izdruku rezultatu, izvelieties kadu no kvalitativajiem 
HP fotopapTriem. 


Lai drukatu 


Izmantojiet sadu papTru 


Augstas kvalitates, pret krasu 
izbalesanu iztungas izdrukas un 
fotoattelu palielinajumus, pases 
fotoattelus, ka an fotoattelus, kas tiks 
lamineti 


HP Premium Plus fotopapTru 


Videjas-augstas izskirtspejas attelus no 
skenera vai ciparkameras 


HP Premium fotopapTru 


Ikdienas un darba izdrukas 


HP Photo fotopapTru 
HP Everyday fotopapTru 



Papildinformaciju par papiru s kati et printera lietotaja rokasgramata, kas elektroniska 
formata ir pieejama HP Photosmart lietotaja rokasgramatu kompaktdiska. 




levietojiet drukas kasetni: 

1 . Iznemiet HP trTskrasu drukas kasetni no tas iepakojuma. 

2. Pavelkot aiz roza melTtes, nonemiet caurspTdTgo aizsarglenti no drukas kasetnes. 

AUzmanTbu Neaiztieciet un neiznemiet tintes sprauslas un vara krasas 
kontaktus. 

3. Ja nepieciesams, atveriet izvades paplati, pec tarn atveriet drukas kasetnes 
piekjuves vacinu. 

4. levietojiet HP trTskrasu drukas kasetni ar etiketi uz augsu tas turetaja ta, lai vara 
krasas kontakti butu versti uz printera iekspusi un tintes sprauslas butu verstas uz 
leju. 

5. Spiediet drukas kasetni turetaja, ITdz ta nofiksejas sava vieta. 

6. Aizveriet drukas kasetnes piekjuves vacinu. 

7. Nospiediet printera pogu OK (Labi), lai izdrukatu ITdzinajuma lapu. 
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1 . nodaja 



Izmantojiet vispiemerotako drukas kasetni 



Lai drukatu... 


Kasetnes turetaja ievietojiet kadu no 
sim drukas kasetnem 


Pilnkrasu izdrukas 


HP trTskrasu (7 ml) 
HP trTskrasu (14 ml) 


Melnbaltas izdrukas 


HP pelektonu fotodrukas kasetni 


Izdrukas ar sepijas vai antTko efektu 


HP trTskrasu (7 ml) 
HP trTskrasu (14 ml) 


Tekstu un krasainus zTmejumus 


HP trTskrasu (7 ml) 
HP trTskrasu (14 ml) 



Papildinformaciju par drukas kasetnem skatiet printera lietotaja rokasgramata, kas 
elektroniska formata ir pieejama HP Photosmart lietotaja rokasgramatu kompaktdiska. 



Instalejiet printera programmaturu (Windows): 

p^f PiezTme. SvarTgi! Pievienojiet komplekta iekjauto USB kabeli tikai tad, kad 
\~&\ tiek paradTts uzaicinajums. HP Photosmart programmaturu var instalet, kamer 
notiek akumulatoru uzlade. 

1 . Datora ievietojiet HP Photosmart programmaturas kompaktdisku. 

2. Lai instaletu programmaturu, izpildiet ekrana redzamos noradTjumus. Ja 
noradTjumi netiek paradTti, izmantojiet programmu Windows Explorer, lai 
kompaktdiska atrastu failu setup.exe, un veiciet uz sTfaila dubultklikski. 

3. Kad tiek paradTts uzaicinajums, izvelieties instalacijas veidu: Full (Pilna) vai 
Express (Atra). 

\—)& PiezTme. Ja velaties izmantot kameras funkciju HP Instant Share, ir 

jainstale pilna programmaturas versija. Operetajsistema Windows 98 un 
Me var izveleties tikai atras instalesanas veidu. 

4. Kad tiek paradTts uzaicinajums, savienojiet printeri ar datoru, izmantojot 
komplektacija iekjauto USB kabeli. Savienojuma izveide un failu kopesana datora 
var ilgt vairakas minGtes (vecakas sistemas, iespejams, ilgak). 

5. Kad tiek paradTta sveiciena (Congratulations) lapa, noklikskiniet uz Print a demo 
page (Drukat demonstracijas lapu). 

Instalejiet printera programmaturu (Mac OS): 

1. Pievienojiet USB kabeli printerim un datoram. 

2. Datora ievietojiet HP Photosmart programmaturas kompaktdisku. 

3. Darbvirsma veiciet dubultklikski uz HP Photosmart kompaktdiska ikonas. 

4. Veiciet dubultklikski uz ikonas HP Photosmart Installer. Izpildiet ekrana redzamos 
noradTjumus. 

5. Kad tiek atverts HP Setup Assistant (HP uzstadTsanas asistents), noklikskiniet uz 
Next (Talak). 
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6. Ja printeris netiek automatiski atrasts, noklikskiniet uz Rescan USB (Atkartoti 
skenet USB). 

7. Kad ierTces nosaukums tiek iekjauts iericu saraksta, noklikskiniet uz Next (Talak). 

8. Noklikskiniet uz Finish (Pabeigt). 

9. Kad tiek paradTta sveiciena (Congratulations) ekrans, noklikskiniet uz Done 
(Gatavs). Parlukprogramma tiek atverta lapa HP Registration (HP registresana). 

Sava pirma attela nofotografesana 

Fotografesana ar HP Photosmart PortatTvas fotostudijas kameru ir pavisam vienkarsa: 
noradiet un uznemiet. Pirms fotografesanas parliecinieties, vai ir pilmba uzladeti 
kameras akumulatori. 




Lai fotografetu: 

1 . Kad kamera ir ieslegta, iekadrejiet fotografejamo objektu skatu mekletaja. 

2. NekustTgi turot kameru ar abam rokam, ITdz pusei nospiediet kameras augspuse 
esoso aizslega pogu. Kamera veic merTjumus un pec tarn nofikse fokusu un 
ekspozTciju. Kad fokuss ir nofiksets, ietvars kameras attela displeja Must za|s. 

3. Lai nofotografetu, nospiediet aizslega pogu ITdz galam. Nofotografejot kamera 
atskano skanas signalu, un iegutais attels vairakas sekundes tiek radTts kameras 
attela displeja. 

4. Ja velaties nofotografet papildu attelus, atkartojiet 1 -3. darbTbu. 

5. Lai parskatTtu savus attelus, nospiediet kameras demonstresanas pogu. 
Kameras attela displeja tiek radTts pedejais fotografetais vai skatTtais attels. Lai 
mainTtu attelus, spiediet -^p-. 

\ ■ * Padoms Pec attelu parskatTsanas velreiz nospiediet demonstresanas pogu, 
~\}~ lai izslegtu kameras attela displeju un taupTtu akumulatora energiju. 

Papildinformaciju skatiet kameras lietotaja rokasgramata, kas elektroniska formata ir 
pieejama HP Photosmart lietotaja rokasgramatu kompaktdiska. 

Pogas Drukat nospiesana 

HP Photosmart PortatTva fotostudija jauj izdrukat ar vienas pogas nospiedienu 
neatkangi no ta, vai atrodaties majas vai ceja. 
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Lai izdrukatu attelu: 

1 . levietojiet dazas fotopapTra loksnes ievades tekne ar glanceto pusi verstu uz 
printera priekspusi. Ja izmantojat papTru ar malinu, ievietojiet to ta, lai malina 
printerT nonaktu pedeja. 

2. Novietojiet papTra platuma vadotni ta, lai ta ciesi piegultu papTra malam, 
nesaliecot papTru. 

3. Izsledziet kameru un ievietojiet to printera dokstacija. Kameru ievietojot 
dokstacija, automatiski tiek ieslegti abi HP Photosmart PortatTvas fotostudijas 
komponenti — gan kamera, gan printeris. Ja ne, nospiediet printera pogu leslegt. 

4. Spiediet njp-. lai atrastu drukajamo attelu, un pec tam nospiediet Drukat, lai 
izdrukatu savu pirmo attelu. Lai drukatu papildu eksemplarus, velreiz spiediet 
Drukat. 

Papildinformaciju par drukasanu, drukasanu no citam ierTcem un fotoattelu nosutTsanu 
citiem, izmantojot HP Instant Share, skatiet printera lietotaja rokasgramata, kas 
elektroniska formata ir pieejama HP Photosmart lietotaja rokasgramatu kompaktdiska. 

Papildu informacijas iegusana 

Jusu jaunas HP Photosmart 420 series PortatTvas fotostudijas komplektacija bez 
lietosanas pamacTbas, ko paslaik lasat, ir iekjauta an sada dokumentacija: 

• HP Photosmart 420 series PortatTvas fotostudijas printera lietotaja 
rokasgramata: seit aprakstTtas printera pamatfunkcijas, paskaidrots, ka izmantot 
printeri, to nepievienojot datoram, ka an sniegta informacija par aparatGras 
problemu noversanu. ST rokasgramata elektroniska formata ir iekjauta 

HP Photosmart lietotaja rokasgramatu kompaktdiska. 

• HP Photosmart printera elektroniska palTdzTba: lauj uzzinat, ka izmantot 
printeri kopa ar datoru, ka an satur informaciju par programmaturas problemu 
noversanu. Programmatura ir jainstale no HP Photosmart programmaturas 
kompaktdiska. 

Kad datora esat instalejis HP Photosmart programmaturu, printera palTdzTbu var 
skatTt datora ekrana: 

- Windows datora: izvelne Start (Sakt) izvelieties Programs (Programmas) 
(operetajsistema Windows XP izvelieties All Programs (Visas programmas)) 
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> HP > HP PhotoSmart 420 series > PhotoSmart Help (PhotoSmart 
palTdzTba). 

Macintosh datora: Finder izvelne izvelieties Help (PalTdzTba) > Mac Help 
(Mac palTdzTba), pec tarn Library (Biblioteka) > HP PhotoSmart Printer 
Help for Macintosh (HP PhotoSmart printera palTdzTba sistemai Macintosh). 
• HP Photosmart 420 series PortatTvas fotostudijas kameras lietotaja 
rokasgramata: taja izskaidrots, ka izmantot HP Photosmart PortatTvas 
fotostudijas kameru fotografesanai, ka an iekjauta informacija par tas 
papildfunkcijam, problemu noversanu un apkopi. ST rokasgramata elektroniska 
formata ir iekjauta HP Photosmart lietotaja rokasgramatu kompaktdiska. 
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HP PhotoSmart PortatTvas fotostudijas sastavdalas 

Saja sadaja ir iekjauta informacija par dazadiem HP Photosmart 420 series PortatTvas 
fotostudijas komponentiem. 




Skats no priekspuses (aizverts) 



1 


VadTbas panelis: no sejienes varat vadlt printera pamatfunkcijas. 


2 


Kameras dokstacijas vaks: atveriet to, lai kameru pievienotu printerim. 


3 


Izvades paplate: atveriet to, lai drukatu vai kameras portam printera priekspuse pievienotu 
PictBridge sertificetu ciparkameru vai papildu HP Bluetooth bezvadu printera adapteri. Ta ir 
jaatver an tad, ja printeri velaties vadTt ar talvadTbas pulti. 
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Skats no priekspuses (atverts) 



1 


levades tekne: seit ievietojiet paplru. 


2 


levades teknes pagarinatajs: izvelciet, lai atbalstltu paplru. 


3 


PapTra sanu vadotne: pabldiet atbilstosi pasreizeja paplra platumam, lai pareizi novietotu 
paplru. 


4 


Drukas kasetnes vaks: atveriet, lai ievietotu vai iznemtu drukas kasetni. 


5 


Izvades paplate (atverta): seit printeris novieto izdrukas. 


6 


Kameras ports: pievienojiet sim portam PictBridge sertificetu ciparkameru vai papildu 
HP Bluetooth bezvadu printera adapteri. 


7 


Rokturis: izvelciet, lai nestu printeri. 
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Indikatori 



1 


Printera akumulatora indikators: deg nemirgojot zaja krasa, ja ievietots papildu 
akumulators un tas ir pilnlba uzladets; mirgo, ja notiek akumulatora uzlade. 


2 


leslegsanas indikators: deg nemirgojot zaja krasa, ja printeris ir ieslegts; mirgo, kad 
notiek printera ieslegsana vai izslegsana. 


3 


Statusa indikators: mirgo sarkana krasa, ja radusies kada kjuda vai ir nepieciesama 
lietotaja iejauksanas. Problemu norada kameras attela displeja redzamais kjudas zinojums. 


4 


Drukas indikators: deg nemirgojot zaja krasa, ja printeris ir gatavs drukat, mirgo zaja 
krasa, ja printeris ir aiznemts drukajot. 


5 


Video statusa indikators: deg nemirgojot zaja krasa, ja skatat attelus pievienota 
televizora ekrana. 
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VadTbas panelis 



1 


leslegt: nospiediet, lai ieslegtu vai izslegtu printeri. 


2 


Saglabat: nospiediet, lai attelus no dokstacijai pievienotas kameras parsutltu uz pievienoto 
datoru. 


3 


Talummaina: nospiediet Talummaina +, lai parietu talummainas rezlma. Ar katru nakamo 
nospiedienu attels tiek palielinats. Ja poga Talummaina + tiek nospiesta, skatoties 
sTktelus, pasreizejais attels tiek paradTts ka pilnizmeru attels. Ja, skatoties palielinatu attelu, 
tiek nospiesta poga Talummaiga -, tiek samazinats attela palielinajums. Ja, skatoties 
pilnizmeru attelu, tiek nospiesta poga Talummaina -, vienlaikus var skatlt vairakus attelus 
ka sTktelus. 


4 


Navigacijas pogas: izmantojiet sis bultinas, lai ritinatu attelus vai parvietotos pa izvelnem. 
Nospiediet OK (Labi), lai atvertu/aizvertu izvelni vai izveletos izvelnes elementu. 


5 


Drukat: nospiediet, lai drukatu pasreizejo attelu. Ja velreiz nospiedlsit so pogu, velreiz tiks 
izdrukats tas pats attels. 


6 


Atcelt: nospiediet, lai apturetu drukasanu. 


7 


Video: nospiediet, lai parslegtos starp attelu skatlsanu pievienota televizora ekrana un 
kameras attela displeja. Printeris ar televizoru irjasavieno, izmantojot komplekta iekjauto 
video kabeli. 
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Attelu kopsavilkuma ekrans 



1 


HP Instant Share statuss: parada, cik attelu atlaslts (ja ir atlaslts) izplatisanai, izmantojot 
HP Instant Share. Papildinformaciju skatiet kameras lietotaja rokasgramata. 


2 


DPOF drukas statuss: parada DPOF drukai kamera jau atlaslto attelu skaitu. 


3 


Akumulatora indikators: parada kameras akumulatoru (augsa) un papildu HP Photosmart 
iekseja akumulatora, ja tas ir ievietots, (apaksa) energijas ITmeni. 


4 


Zigojumu zona: parada printera zinojumus. 


5 


Navigacijas bultinas: sis bultinas norada, ka pastav citi atteli, kurus var parlukot, printera 
vadlba panel! spiezot ^ vai p-. 


6 


Tintes ITmena indikators: parada tintes ITmeni drukas kasetne. 




4 4 



Attelu drukas ekrans 



1 


Drukas lodzins: parada atzlmi un pasreizejam attelam drukajamo eksemplaru skaitu. 


2 


Kartas numurs: parada pasreizeja attela kartas numuru un kopejo attelu skaitu kamera. 
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lekseja akumulatora nodalTjums 



1 


Akumulatora nodalTjuma vaks: atveriet so printers apakspuse esoso vaku, lai ievietotu 
papildu HP Photosmart ieksejo akumulatoru. 


2 


HP Photosmart ieksejais akumulators: pilnlba uzladetam akumulatoram ir pietiekami 
daudz energijas, lai izdrukatu aptuveni 75 attelus. Akumulators ir jaiegadajas atseviski. 


3 


lekseja akumulatora nodalTjums: seit ievietojiet HP Photosmart ieksejo akumulatoru. 


4 


Akumulatora nodalTjuma poga: pabldiet, lai atbrlvotu nodalTjuma vaku. 
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Kameras priekspuse 



1 


Mikrofons: ieraksta audioklipus, kas tiek pievienoti fotoatteliem, ka an videoklipu audio 
daju. 


2 


leksejais taimeris/video indikators: ja kamerai ir iestatlts iekseja taimera rezTms, 
atpakajskaitisanas laika mirgo, pirms notiek fotografesana vai video ierakstisana. lerakstot 
video, deg nemirgojot. 


3 


Zibspuldze: izmantojiet papildu apgaismojumam, lai varetu labak fotografet. 


4 


Stravas adaptera savienotajs: pievienojiet kamerai papildu HP mainstravas adapteri. 


5 


USB savienotajs: izmantojiet, lai kameru ar komplekta iekjauta USB kabeja palldzlbu 
savienotu ar datoru vai jebkuru PictBridge sertificetu printeri. 


6 


Kameras dokstacijas savienotajs: jauj kameru savienot ar kameras dokstaciju. 


7 


StatTva stiprinajuma vieta: jauj kameru nostiprinat uz statlva. 
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Kameras aizmugure 



1 


Skatu mekletajs: jauj kadra notvert attelu vai videoklipu objektu. 


2 


Skatu mekletaja indikatori: video ierakstlsanas laika augsejais indikators nemirgojot deg 
sarkana krasa. AF indikators nemirgojot deg zaja krasa, ja ITdz pusei ir nospiesta aizslega 
poga un kamera ir gatava fotografet, vai, lai noradltu veiksmlgu attela uznemsanu, ja 

dl/.blfc!yd puyd I lUbpiobld MUZ. ydldlll. Mr II lUlftdlUI b lllliyu Z.djd Mdbd, Jd dlZbloyd puyd 

nospiesta ITdz pusei vai ITdz galam un paradTts bndinajums parfokusu, joprojam tiek 
uzladeta zibspuldze vai kamera apstrada attelu. Lai noradTtu kjudu, kas kamerai nejauj 
fotografet, mirgo abi indikatori. 


3 


Tiesskats: kameras attela displeja iesledz vai izsledz tiesskatu. 


4 


Demonstresana: iesledz vai izsledz demonstresanu kameras attela displeja. 




olldVdb IllUlftdlUI b. Ucy 1 IfcM 1 III y UJUL, Jd l\dl I IfcJI d II ItJoltJy Id, dill lllliyu, Jd l\dl I IfcJI d UfcJK 

izslegta akumulatoru izladesanas dej, un leni mirgo, ja notiek kameras akumulatoru 
uzlade, izmantojot papildu HP mainstravas adapteri. 


6 


leslegsanas/izslegsanas sledzis: iesledz vai izsledz kameru. 


7 


Talummainas parslegs: fotografejot maina palielinajumu no platlenka ITdz telefoto 

jJUZ.IlrlJdl. l_Jfc![ IIUI loll codl Ido icZ.li lid IdUJ olxdlll dLLclUo l\d oll\lfcilUo vdl pdllfcMII IdlUo. 


A 
o 


PI ai ilfQtaQ lnpTt;i\/^Q QilcQnin^iQ ctinrin^ii ima x/iota 1 laiii k^mf^r^i nit^Qtinrin^it nl^iikQt^Q 

1 lOUixOLCIO lUUILCl VCIO OlrVOIIIIICIO Oil |JI 1 1 ICIJ UI 1 Id VIC7LCI. ICJUJ i\Cll 1 ICI Cll UICOUUI II ICIL UlCIUixOLCIO 

locTtavas siksninu. 


9 


Atminas indikators: atri mirgo, ja notiek rakstTsana kameras iekseja atmina vai atminas 
karte. 


10 


Navigacijas pogas: izmantojiet sTs bultinas, lai ritinatu attelus vai parvietotos pa 
izvelnem. Nospiediet OK (Labi), lai atvertu/aizvertu izvelni vai izveletos izvelnes elementu. 


11 


Attela displejs: jauj iekadret attelus un videoklipus, izmantojot tiesskatu, un pec tarn tos 
parskatTt demonstresanas rezTma. 


12 


HP Instant Share/drukat: kameras attela displeja iesledz vai izsledz izvelni HP Instant 
Share. 


13 


Taimeris/serijveida fotografesana: atkanba no kameras modeja jauj izveleties kameras 
iestatTjumu Normal (Parasta), Self-Timer (leksejais taimeris), Self-Timer - 2 Shots 

(leksejais taimeris — 2 atteli) vai Burst (Serijveida fotografesana) (iestatTjums Burst 
dazos kameras modejos nav pieejams). 


14 


REZIMS: jauj izveleties kadu no fotografesanas rezTmiem. 


15 


Zibspuldze: jauj izveleties kadu no zibspuldzes iestatTjumiem. 



HP Photosmart 420 series PortatTva fotostudija — lietosanas pamacTba 



19 



1 . nodaja 




Kameras augspuse 



1 


Aizslegs: Nofikse fokusu un fotografe, ka an ieraksta audioklipus. 


2 


Video: sak vai beidz ierakstlt videoklipu. 
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V J 



TalvadTbas pults 



1 


Video (J: nospiediet, lai parslegtos starp attelu skatisanu pievienota televizora ekrana un 
kameras attela displeja. 


2 


Demonstret/pauze */f nospiediet, lai parslegtos starp attelu skatisanu slaidrade vai pa 
vienam. 


3 


Navigacijas pogas: izmantojiet sis bultinas, lai ritinatu attelus vai parvietotos pa izvelnem. 
Nospiediet OK (Labi), lai atvertu/aizvertu izvelni vai izveletos izvelnes elementu. 


4 


Talummairja + nospiediet, lai parietu talummainas rezlma. Ar katru nakamo 
nospiedienu attels tiek palielinats. Ja poga Talummaina + tiek nospiesta, skatoties 
slktelus, pasreizejais attels tiek paradlts ka pilnizmeru attels. 


5 


Talummairja skatoties palielinatu attelu, nospiediet pogu Talummairja -, lai 
samazinatu attela palielinajumu. Skatoties pilnizmeru attelu, nospiediet Talummairja -, lai 
attelus skatltu ka slktelus. 


6 


Pagriezt -jij: nospiediet, lai pagrieztu pasreizejo attelu. Nedarbojas, ja pasreizejais attels ir 
videoklips. 


7 


Drukat t-: nospiediet, lai drukatu pasreizejo attelu. Ja velreiz nospiedlsit so pogu, velreiz 
tiks izdrukats tas pats attels. 


8 


HP Instant Share h : nospiediet, lai atvertu kameras izvelni Share Menu (Publicesanas 
izvelne). Papildinformaciju skatiet kameras lietotaja rokasgramata. 



Pieejamie piederumi 

lencei HP Photosmart 420 series ir pieejami vairaki piederumi, kuri uzlabo mobilitates 
iespejas, sniedzot iespeju drukat jebkura vieta un laika. Dazos regionos sie piederumi 
var nebut pieejami. 

• HP Photosmart ieksejais akumulators: HP Photosmart ieksejais akumulators 
jauj panemt ITdzi printeri, lai kur an jus nedotos. 

• HP Photosmart kompakto printeru soma: viegla un iztunga printera soma, kas 
palTdz bez grutTbam drukat cejojumos. 
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• HP Bluetooth bezvadu printera adapteris: HP Bluetooth bezvadu printera 
adapteris tiek pievienots kameras portam HP Photosmart PortatTvas fotostudijas 
priekspuse un sniedz iespeju drukajot izmantot bezvadu tehnologiju Bluetooth. 

• HP Photosmart M-series atras uzlades komplekts: ultraviegls portatTvais 
ladetajs, kameras soma, ka an cetri augstas ietilpTbas AA NiMH akumulatori. 

• HP Photosmart 3,3 V mainstravas adapteris HP Photosmart M-series 
kameram: vienTgais stravas adapteris, ko var izmantot ar M-series kameram. 

• HP Photosmart SD atminas kartes: dazadu apjomu papildu kratuves. 

• HP Photosmart M-series kameru somas: Tpasi piemerotas jusu HP Photosmart 
M-series kameras aizsardzTbai. Pieejamas dazadu veidu somas. 

Papildinformaciju skatiet HP Photosmart 420 series PortatTvas fotostudijas printera un 
kameras lietotaja rokasgramatas, kas elektroniska formata ir pieejamas 
HP Photosmart lietotaja rokasgramatu kompaktdiska. 

Informacija par akumulatoriem 

HP Photosmart 420 series PortatTvas fotostudijas komplekta ir iekjauti kameras 
akumulatori un talvadTbas pults baterija. Printerim atseviski var iegadaties an papildu 
HP Photosmart ieksejo akumulatoru. Abi printera akumulatora indikatori (gan ta 
vadTbas panelT, gan kameras attela displeja) sadi norada ievietota HP Photosmart 
iekseja akumulatora statusu: 

PortatTva fotostudija pievienota mainstravas energijas avotam 

• Printera akumulatora indikators deg, ja akumulators ir pilmba uzladets; mirgo, ja 
notiek akumulatora uzlade. 

• Kameras attela displeja tiek radTta akumulatora ikona ar kontaktdaksu, ja 
akumulators ir pilmba uzladets, un tiek radTta akumulatora animacija, ja 
akumulators tiek ladets. 

PortatTva fotostudija tiek darbinata ar akumulatoru 

• Printera akumulatora indikators ir izslegts. 

• Ja akumulators ir pilmba uzladets, kameras attela displeja nekas netiek radTts. 

• Kameras attela displeja tiek radTtas atbilstosas ikonas, ja akumulatora ir maz, joti 
maz energijas vai tas ir izladejies. kameras attela displeja tiek radTti arTzinojumi. 

Informaciju par kameras akumulatoriem skatiet kameras lietotaja rokasgramata, kas 
pieejama HP Photosmart lietotaja rokasgramatu kompaktdiska. 

HP Photosmart PortatTvas fotostudijas talvadTbas pults galvenokart ir domata printera 
darbinasanai, kad pievienotaja televizora skataties attelus. TalvadTbas puItT tiek 
izmantota komplekta iekjauta bateriju CR2025, kas ir jaievieto pultT. Papildinformaciju 
skatiet sadaja levietojiet bateriju talvadTbas pultT 

PortatTvas fotostudijas izvelnes 

PortatTvas fotostudijas izvelne ir pieejamas daudzas attelu skatTsanas un drukasanas, 
palTdzTbas sanemsanas, ka an citas iespejas. Atverot izvelnes, tas tiek radTtas virs 
pasreizeja attela. PortatTvas fotostudijas izvelnem var piek]ut, izmantojot interfeisu ar 
cilnem kameras attela displeja augsdaja. Ja kamera nav ievietota tas dokstacija, 
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izvelnes ir pieejamas citas iespejas. Papildinformaciju skatiet kameras lietotaja 
rokasgramata. 



PortatTvas fotostudijas izvelnu cilnes 



1 


Print Menu (Drukas izvelne) 


2 


Playback Menu (Demonstresanas izvelne) 


3 


Share Menu (Publicesanas izvelne) 


4 


Setup Menu (lestatTsanas izvelne) 


5 


Help Menu (PalTdzTbas izvelne) 



v ■ / Padoms PortatTvas fotostudijas izvelnes ir pieejamas daudzas noderTgas 
~ u 7 komandas un iespejas, bet visparejam funkcijam, piemeram, drukasanai, 
5 parasti var pieklut, nospiezot vienu printera vadTbas paneja pogu. 

Lai izmantotu portatTvas fotostudijas izvelnes: 

1 . levietojiet kameru tas dokstacija printera augspuse. 

2. Nospiediet printera vadTbas paneja pogu OK (Labi), lai piekjutu izvelnem. 
Sakotneji tiek radTta Print Menu (Drukas izvelne). 

Lai parvietotos pa izvelnem: 

• Spiediet printera pogu 4 vai p-. lai parietu uz citu izvelni (kas tiek radTta ka cilne 
kameras attela displeja augsdaja). Spiediet i vai t, lai piekjutu izvelnes 
iespejam. Izvelnes iespejas, kas nav pieejamas, ir blavas. 

• Lai izveletos iespeju, nospiediet OK (Labi). 

• Lai parietu uz citu izvelni, spiediet ±, ITdz tiek atlasTta pasreizejas izvelnes cilne, 
pec tarn spiediet 4 vai , lai parietu uz citam izvelnu cilnem. 

• Lai izietu no izvelnem, pasreizeja izvelne atlasiet EXIT (IZIET) un nospiediet OK 
(Labi). Varat an spiest ITdz tiek atlasTta pasreizejas izvelnes cilne, un nospiest 
OK (Labi). 
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Izvelnes 

• Print Menu (Drukas izvelne) 

Remove Red Eyes (Nonemt sarkanas acis): izvelieties, lai pasreizeja attela 
nonemtu sarkanas acis. Ja sT izvelnes iespeja nav pieejama, pasreizeja 
attela to nevar izdant. 

Print All (Drukat visus): izvelieties, lai piekjutu izvelnes Print All (Drukat 
visus) iespejam. Lai drukatu visus kamera saglabatos attelus (katra lapa 
vienu attelu bez apmalem), izvelieties Full Size (Pilnizmeru) un nospiediet 
OK (Labi). Varat an izveleties 2 Photos per Page (2 fotoatteli lapa), 
4 Photos per Page (4 fotoatteli lapa) vai Print Index (Drukat attelu radTtaju), 
lai attelus drukatu ar atbilstosu izkartojumu. Lai piekjutu palTdzTbai par so 
iespeju, izvelieties Help (PalTdzTba) un nospiediet OK (Labi). 

- Print New (Drukat jaunos): izvelieties, lai piekjutu izvelnes Print New (Drukat 
jaunos) iespejam. Lai drukatu jaunos attelus (katra lapa pa vienam), kas 
kamera saglabati pec kameras ieprieksejas pievienosanas dokstacijai, 
izvelieties Full Size (Pilnizmeru) un nospiediet OK (Labi). Izvelieties 

2 Photos per Page (2 fotoatteli lapa), 4 Photos per Page (4 fotoatteli lapa) 
vai Print Index (Drukat attelu radTtaju), lai attelus drukatu ar atbilstosu 
izkartojumu. Lai piekjutu palTdzTbai par so iespeju, izvelieties Help 
(PalTdzTba) un nospiediet OK (Labi). 

Passport Photo (Pases fotoattels): izvelieties, lai piekjutu izvelnes Passport 
Photo (Pases fotoattels) iespejam. Izvelieties pases fotoattelu izmerus 
2x2 inches (2x2 collas), 35 x 45 mm (35x45 mm), 25.4 x 36.4 mm 
(25,4x36,4 mm), 36.4 x 50.8 mm (36,4x50,8 mm) vai 45 x 55 mm 
(45x55 mm), pec tarn nospiediet OK (Labi). Lai piekjutu palTdzTbai par so 
iespeju, izvelieties Help (PalTdzTba) un nospiediet OK (Labi). Ja paslaik atteli 
netiek skatTti, sT izvelnes iespeja nav pieejama. 
Print test page (Drukat testa lapu): izvelieties, lai drukatu testa lapu ar 
informaciju par printeri, kas var palTdzet noverst problemas. 

- Clean cartridge (TTrTt kasetni): izvelieties, lai tmtu drukas kasetni. 
Align cartridge (LTdzinat kasetni): izvelieties, lai ITdzinatu drukas kasetni. 
EXIT (IZIET): izvelieties un nospiediet OK (Labi), lai izietu no pasreizejas 
izvelnes. 

• Playback Menu (Demonstresanas izvelne): papildinformaciju skatiet kameras 
lietotaja rokasgramata. 

Delete (Dzest): nospiediet, lai paradTtu dazadas dzesanas iespejas. Var 
dzest pasreizejo attelu vai visus kamera saglabatos attelus. ST iespeja jauj 
anformatet ieksejo atminu vai atminas karti (ja tada ir ievietota). 

- Remove Red Eyes (Nonemt sarkanas acis): izvelieties, lai pasreizeja attela 
nonemtu sarkanas acis. Ja sT izvelnes iespeja nav pieejama, pasreizeja 
attela to nevar izdant. 

Rotate (Pagriezt): izvelieties, lai pagrieztu pasreizejo attelu. ST izvelnes 
iespeja nav pieejama, ja pasreizejais attels ir videoklips. 
Record Audio (lerakstTt audio): nav pieejama, ja kamera ievietota tas 
dokstacija. Papildinformaciju skatiet kameras lietotaja rokasgramata. 

- EXIT (IZIET): izvelieties un nospiediet OK (Labi), lai izietu no pasreizejas 
izvelnes. 
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• Share Menu (Publicesanas izvelne): izvelieties, lai piekjutu kamera pieejamajam 
HP Instant Share iespejam. Papildinformaciju skatiet kameras lietotaja 
rokasgramata. 

Print 1 copy (Drukat 1 eksemplaru): nav pieejama, ja kamera ievietota tas 
dokstacija. Papildinformaciju skatiet kameras lietotaja rokasgramata. 

- Print 2 copies (Drukat 2 eksemplarus): nav pieejama, ja kamera ievietota 
tas dokstacija. Papildinformaciju skatiet kameras lietotaja rokasgramata. 

- HP Instant ShareSetup (HP Instant Share iestatTjumi): izvelieties, lai 
kamera iestatTtu HP Instant Share. Papildinformaciju skatiet kameras 
lietotaja rokasgramata. 

- EXIT (IZIET): izvelieties un nospiediet OK (Labi), lai izietu no pasreizejas 
izvelnes. 

• Setup Menu (lestatTsanas izvelne): papildinformaciju skatiet kameras lietotaja 
rokasgramata. 

- Display Brightness (Displeja spilgtums): izvelieties Low (Zems), Medium 
(Videjs) vai High (Augsts), lai mainTtu displeja kontrastu atbilstosi 
pasreizejiem apstakjiem. lestatot vertTbu Low (Zems), var palielinat kameras 
akumulatoru darbTbas ilgumu. 

- Camera Sounds (Kameras skanas): izvelieties, lai ieslegtu (On) vai izslegtu 
(Off) kameras skanas. STs ir skanas, ko kamera atskano, fotografejot, 
iesledzot kameru vai nospiezot kadu pogu. 

Live View Setup (Tiesskata iestatlsana): izvelieties, lai ieslegtu kameras 
tiesskata iespeju Live View On (Tiesskats ieslegts) vai Live View Off 

(Tiesskats izslegts). Sadi tiek noteikts, vai kamera, to iesledzot, rada 
tiesskata attelu. Tiesskats darbojas tikai tad, ja kamera nav ievietota 
dokstacija. 

- Date/Time (Datums/laiks): izvelieties, lai kamera mainTtu datumu un laiku. 
USB Configuration (USB konfiguracija): izvelieties, lai iestatTtu, vai kamera 
tiek uzradTta ka Digital Camera (Ciparkamera) vai ka Disk Drive 
(Diskdzinis), ja ta ar USB kabeli ir pievienota tiesi datoram. Ja kamera ir 
ievietota tas dokstacija, ta vienmer tiek uzradTta ka ciparkamera, un taja 
nevar rakstTt no datora. 

TV Configuration (TV konfiguracija): izvelieties NTSC vai PAL, lai mainTtu 
videosignalu, kas tiek nosutTts uz pievienoto televizoru. Kamerai tiek iestatTts 
NTSC vai PAL videosignals, kas atbilst valodai un regionam, ko izvelejaties, 
veicot kameras uzstadTsanu. NTSC formats galvenokart tiek izmantots 
Ziemejamerika un atseviskas Dienvidamerikas dajas, Japana, Koreja un 
Taivana. PAL formats galvenokart tiek izmantots Eiropa, Urugvaja, 
Paragvaja, ArgentTna un atseviskas Azijas dajas. Mainiet so iestatTjumu, ja 
jusu televizors uztver videosignalu, kas atskiras no regionam ierasta 
iestatTjuma. 

- Language (Valoda) (tiek radTta ka karodzinu ikona): izvelieties, lai mainTtu 
valodas iestatTjumu. 

Move Images to Card (Parvietot attelus uz karti): izvelieties, lai attelus no 
kameras ieksejas atminas parvietotu uz kamera ievietoto atminas karti. Ja 
kamera ir ievietota atminas karte, visi jaunie atteli tiek saglabati tikai taja, bet 
kameras iekseja atmina saglabatie atteli nav redzami, kamer sT karte netiek 
iznemta. Ja velaties visus attelus no kameras parsutTt uz datoru, vispirms ar 
sTs iespejas palTdzTbu parvietojiet attelus no kameras ieksejas atminas uz 
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atminas karti. Ja iekseja atmina nav neviena attela vai kamera nav ievietota 
karte, sT iespeja nav pieejama. 

EXIT (IZIET): izvelieties un nospiediet OK (Labi), lai izietu no pasreizejas 
izvelnes. 

Help Menu (PalTdzTbas izvelne): papildinformaciju par kameru skatiet kameras 
lietotaja rokasgramata. 

Top Ten Printing Tips (Desmit svangakie drukasanas padomi): izvelieties, 

lai izlasTtu desmit svangakos drukasanas padomus. 

Printer Accessories (Printera piederumi): izvelieties, lai lasTtu informaciju 

par printerim pieejamajiem piederumiem. 

Printer Control Panel (Printera vadTbas panelis): izvelieties, lai lasTtu 
informaciju par printera vadTbas pane|a izmantosanu. 
Print Cartridge (Drukas kasetne): izvelieties, lai lasTtu informaciju par drukas 
kasetnu izmantosanu. 

- Loading Paper (PapTra ievietosana): izvelieties, lai lasTtu informaciju par 
papTra ievietosanu. 

Clearing Paper Jams (lestregusa papTra izvilksana): izvelieties, lai lasTtu 
informaciju par iestregusa papTra izvilksanu. 

- PictBridge cameras (PictBridge kameras): izvelieties, lai lasTtu informaciju 
par PictBridge kameru izmantosanu kopa ar printeri. 

Connecting to a TV (Pievienosana televizoram): izvelieties, lai lasTtu 
informaciju par printera pievienosanu televizoram. 
Saving Images (Attelu saglabasana): izvelieties, lai lasTtu informaciju par 
attelu saglabasanu pievienotaja datora. 

Printer Battery (Printera akumulators): izvelieties, lai lasTtu informaciju par 
papildu HP PhotoSmart iekseja akumulatora izmantosanu printer!. 

- Traveling with the printer (Cejosana kopa ar printeri): izvelieties, lai lasTtu 
padomus par printera nemsanu ITdzi cejojuma. 

- Getting assistance (PalTdzTbas sanemsana): izvelieties, lai uzzinatu ka, 
sanemt palTdzTbu darba ar printeri. 

EXIT (IZIET): izvelieties un nospiediet OK (Labi), lai izietu no pasreizejas 
izvelnes. 
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2 Specifikacijas 



Saja sadaja minetas minimalas sistemas prasTbas HP Photosmart printera 
programmaturas instalesanai un da|eji sniegti portatTvas fotostudijas printera tehniskie 
dati. Kameras tehniskos datus skatiet kameras lietotaja rokasgramata, kas pieejama 
lietotaja rokasgramatu kompaktdiska. 

Sistemas prasTbas 



Komponents 


Windows datora 
minimalas prasTbas 


Macintosh minimalas 
prasTbas 


Operetajsistema 


Microsoft Windows 98, 
2000 Professional, Me, 
XP Home vai 

/\r r 1 UltJoolUI leal 


Mac OSX 10.2.3-10.3.X 


Procesors 


Intel® Pentium® II (vai 
ekvivalents) vai jaunaks 


G3 vai jaunaks 


RAM 


64 MB (ieteicams — 
128 MB) 


128MB 


BrTva vieta diska 


500 MB 


150 MB 


Video displejs 


800x600, 16 bitu vai labaks 


800x600, 16 bitu vai labaks 


CD-ROM diskdzinis 


4x 


4x 


Parlukprogramma 


Microsoft Internet 
Explorer 5.5 vai jaunaka 
versija 





Printera tehniskie dati 



Kategorija 


Specifikacijas 


SavienojamTba 


USB 2.0, pilnatruma 

PictBridge: lietojot prieksejo kameras portu 

Bluetooth: Microsoft Windows XP Home vai 
XP Professional 


Attelu failu formati 


JPEG Baseline 


Malas 


Augseja — 0,0 mm (0,0 collas); Apakseja — 
0,0 mm (0,0 collas); Kreisa/laba — 0,0 mm 
(0,0 collas) 


Apdrukajamo materialu 
izmeri 


FotopapTrs 10x15 cm (4x6 collas) 
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(turpinajums) 



Kategorija 


Specifikacijas 




FotopapTrs ar malinu: 10x15 cm ar 1 ,25 cm malinu 
(4x6 collas ar 0,5 collu malinu) 

Attelu radTtaja kartTtes 10x15 cm (4x6 collas) 

A6 kartTtes 105x148 cm (4,1x5,8 collas) 

L izmeru kartTtes 90x127 mm (3,5x5 collas) 

L izmeru kartTtes ar malinu 90x127 mm ar 

12,5 mm malinu (3,5x5 collas ar 0,5 collu malinu) 

FotopapTrs 10x30 cm (4x12 collas) 

Sadi apdrukas materialu izmeri ir pieejami, tikai 
drukajot no datora: Hagaki, 10x20 cm (4x8 collas), 
10x30 cm (4x12 collas) 


Apdrukas materiali 


PapTrs (fotopapTrs) 

KartTtes (attelu radTtaja, A6, L izmeru) 


Apkartejas vides 
raksturojums 


Maksimali piejaujams darbTbas laika: 5-40 °C 
(41-104 °F), 5-90% relatTva mitruma 

leteicams darbibas laika: 15-35 C (59-95 F), 
20-80% relatTva mitruma 


PapTra pa pi ate 


Viena 10x15 cm (4x6 collu) fotopapTra paplate 


PapTra paplates ietilplba 


20 lapas, maksimalais biezums 292 urn 
(1 1 ,5 tukstosdajas collas) uz lapu 

10 loksnes 10x30 cm (4x12 collu) fotopapTra 
panoramas izdrukai (tikai drukajot no datora) 


Energijas paterins 


ASV 

Drukajot: 12,3 W 
DTkstave: 6,29 W 
Izslegts: 4,65 W 
Starptautiski pieejamie 

uruKajoi. i i ,4 vv 
DTkstave: 5,67 W 
Izslegts: 4,08 W 


Elektroapgades bloka 
modeja numurs 


HP preces nr. 0957-2121 (Ziemejamerika), 100- 
240 Vac (±10%) 50/60 Hz (±3 Hz) 

HP preces nr. 0957-2120 (pareja pasaules daja), 
100-240 Vac (±10%) 50/60 Hz (±3 Hz) 


Drukas kasetne 


HP trTskrasu (7 ml) 
HP trTskrasu (14 ml) 
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Kategorija 


Specifikacijas 




HP pelektonu fotodrukas kasetne 




PiezTme. Saja printer! izmantojamo kasetnu 
numuri ir noradTti uz sTs rokasgramatas 
aizmugureja vaka. 


USB 2.0, pilnatruma atbalsts 


Microsoft Windows 98, 2000 Professional, Me, 
XP Home vai XP Professional 

Mac OSX10.2.3-10.3.X 

HP iesaka izmantot USB kabeli, kas irTsaks par 
3 metriem (10 pedam) 


VIU60 Tanu Torman 


Mnfinn IDPH AVI 
IVIOIIOn JrtU MVI 

Motion JPEG Quicktime 
MPEG-1 
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3 HP klientu atbalsts 



pty? PiezTme. HP klientu atbalsta dienesta nosaukums dazadas valstis/regionos 
\~&\ var atskirties. 

Ja rodas kada problema, veiciet sadas darbTbas: 

1 . Skatiet printera komplektacija iekjauto dokumentaciju. 

2. Ja nevarat noverst problemu, izmantojot dokumentacija sniegto informaciju, 
apmeklejiet majas lapu www.hp.com/support, lai veiktu sadas darbTbas: 

piekjutu tiessaistes atbalsta lapam; 
- nosutTtu HP e-pasta zinojumu, lai sanemtu atbildes uz saviem jautajumiem; 
sazinatos ar HP tehniki, izmantojot tiessaistes terzesanu; 
parbaudTtu, vai nav pieejami programmaturas atjauninajumi. 

Atbalsta opcijas un to pieejamTba ir atkanga no izstradajuma, valsts/regiona un 
valodas. 

3. Sazinieties ar vietejo iegades vietu. Ja ir notikusi printera vai kameras aparaturas 
atteice, ience bus janogada tas iegades vieta. lerobezotas garantijas laika 
remonts tiek veikts bez maksas. Pec garantijas laika par remontu bus jamaksa. 

4. Ja, izmantojot ekrana redzamo palTdzTbu vai HP Web vietas, problemu neizdodas 
noverst, zvaniet uz HP klientu atbalsta dienesta talruna numuru, kas noradTts jusu 
valstij/regionam. 

HP klientu atbalsts pa talruni 

HP Photosmart PortatTvas fotostudijas garantijas perioda laika varat sanemt 
bezmaksas atbalstu pa talruni. Papildinformaciju skatiet komplektacija iekjautaja 
pazinojuma par garantiju vai apmeklejiet Web vietu www.hp.com/support, lai 
parbaudTtu, cik ilgs ir jums paredzetais bezmaksas atbalsts. 

Pec bezmaksas atbalsta pa talruni perioda HP palTdzTba tiek sniegta par papildu 
samaksu. Lai sanemtu informaciju par palTdzTbas iespejam, sazinieties ar HP 
izplatTtaju vai zvaniet uz savai valstij/regionam noradTto talruna numuru. 

Lai sanemtu HP atbalstu pa talruni, zvaniet uz savai atrasanas vietai atbilstoso 
atbalsta talruna numuru. Tiek pieprasTta parasta talrunu pakalpojumu maksa. 

Rietumeiropa: klienti no Austrijas, Bejgijas, Danijas, Spanijas, Francijas, Vacijas, 
Trijas, Italijas, NTderlandes, Norvegijas, Portugales, Somijas, Zviedrijas, Sveices un 
Apvienotas Karalistes var apmeklet Web vietu www.hp.com/support, lai sanemtu 
informaciju par atbalsta talruna numuriem sava valstT/regiona. 

Citas valstis/regionos: Atbalsta talrunu numuru sarakstu skatiet sTs rokasgramatas 
priekseja vaka iekspuse. 

ZvanTsana 

Zvanot HP klientu atbalsta darbiniekiem, atrodieties datora un printera tuvuma. 
Sagatavojiet sadu informaciju: 

• Printera modeja numurs (noradTts printera priekspuse). 

• Printera serijas numurs (noradTts printera apakspuse). 
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3. nodaja 



• Kameras mode|a numurs (noradTts kameras priekspuse). 

• Kameras serijas numurs (noradTts kameras apakspuse). 

• Datora operetajsistema. 

• Printera draivera versija: 

- Windows datora: lai uzzinatu printera draivera versiju, ar peles labo pogu 
Windows uzdevumjosla noklikskiniet uz ikonas HP Digital Imaging Monitor 
un izvelieties About (Par). 

- Macintosh datora: lai uzzinatu printera draivera versiju, izmantojiet 
dialoglodzinu Print (Drukasana). 

• Kameras attelu displeja vai datora monitora paradTtie zinojumi. 

• Atbildes uz sadiem jautajumiem: 

- Vai problema, kuras de| zvanat, ir atgadTjusies an ieprieks? Vai varat izveidot 
sadu situaciju velreiz? 

- Vai aptuveni taja laika, kad radas problema, uzstadTjat jaunu aparaturu vai 
instalejat datora programmaturu? 

Papildu garantijas iespejas 

Printerim par papildu samaksu ir pieejami papildu pakalpojumu plani. Apmeklejiet 
www.hp.com/support, izvelieties savu valsti/regionu un valodu, pec tarn pakalpojumu 
un garantijas sadaja meklejiet informaciju par papildu pakalpojumu planiem. 
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Regulatory notices 

Hewlett-Packard Company 

This device complies with part 1 5 of 
the FCC Rules. Operation is subject 
to the following two conditions: 

• This device may not cause 
harmful interference, and 

• This device must accept any 
interference received, including 
interference that may cause 
undesired operation. 

Pursuant to Part 15.21 of the FCC 
Rules, any changes or modifications 
to this equipment not expressly 
approved by Hewlett-Packard 
Company may cause harmful 
interference, and void your authority 
to operate this equipment. Use of a 
shielded data cable is required to 
comply with the Class B limits of Part 
15 of the FCC Rules. 

For further information, contact: 
Hewlett-Packard Company, Manager 
of Corporate Product Regulations, 
3000 Hanover Street, Palo Alto, CA 
94304, (650) 857-1501. 

Note 

This equipment has been tested and 
found to comply with the limits for a 
Class B digital device, pursuant to 
part 15 of the FCC rules. These limits 
are designed to provide reasonable 
protection against harmful 
interference in a residential 
installation. This equipment 
generates, uses, and can radiate 
radio frequency energy and, if not 
installed and used in accordance with 
the instructions, can cause harmful 
interference to radio communications. 
However, there is no guarantee that 
interference will not occur in a 
particular installation. If this 
equipment does cause harmful 
interference to radio or television 
reception, which can be determined 
by turning the equipment off and on, 
the user is encouraged to try to 
correct the interference by one or 
more of the following measures: 

• Reorient or relocate the 
receiving antenna. 

• Increase the separation 
between the equipment and the 
receiver. 

• Connect the equipment into an 
outlet on a circuit different from 
that to which the receiver is 
connected. 



• Consult the dealer or an 

experienced radio/TV technician 
for help. 

LED indicator statement 

The display LEDs meet the 
requirements of EN 60825-1 . 
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